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Abstract. Currently a new tunnel tube crossing the river Elbe is built
in Hamburg. Therefore a new height control system is required. A com-
puter examines the signals from light barriers and overhead sensors to
detect vehicles, which try to drive into a tube with insufficient height. If
necessary, it raises an alarm that blocks the road.
This paper describes the application of two safety analysis techniques
on this embedded system: model checking has been used to prove func-
tional correctness with respect to a formal model. Fault tree analysis has
validated the model and considered technical defects. Their combination
has uncovered a safety flaw, led to a precise requirement specification for
the software, and showed various ways to improve system safety.

1 Introduction

This paper presents the safety analysis of the height control for the Elbtunnel.
It is a joint project of the University of Augsburg with Siemens, department
‘Industrial Solutions and Services’ in Munich, which are sub-contractors in the
Elbtunnel project, responsible for the traffic engineering.

The Elbtunnel is located in Hamburg and goes beneath the river Elbe. Cur-
rently this tunnel has three tubes, where vehicles with a maximum height of 4
meters may drive through. A new, fourth tube will be going into operation in the
year 2003. It is a larger tube and can be used by overhigh vehicles. A height con-
trol should prevent these overhigh vehicles from driving into the smaller tubes.
It avoids collisions, by triggering an emergency stop and locking the tunnel en-
trance.

Because the system consists of software and hardware components, we com-
bine two orthogonal methods, model checking and fault tree analysis from the
domain of software development resp. engineering. Model checking is used to
prove safety properties like ‘no collision’. Fault tree analysis (FTA) examines
sensor failure and reliability.



297

We will briefly describe the layout of the tunnel, the location of the sensors,
and its functionality in Sect. 2. The formalization of the system and model
checking of safety properties are presented in Sect. 3 and Sect. 4. The fault
tree analysis in Sect. 5 completes the safety analysis. Some weaknesses of the
system have been discovered which led to the proposals for improvements given
in Sect. 6. Finally, Sect. 7 concludes the paper.

2 The Elbtunnel Project

The Elbtunnel project is very complex. Besides building the tunnel tube, it
contains traffic engineering aspects like dynamic route control, locking of tunnel
tubes, etc. We will consider only a small part of the whole project, the height
control. Currently a height control exists for the ‘old’ three tubes. Light barriers
are scanning the lanes for vehicles which are higher than 4 meters and trigger
an emergency stop. The existing height control has to be enhanced, such that it
allows overhigh vehicles to drive through the new, higher tube, but not through
the old ones.

In the following, we will distinguish between high vehicles (HVs), which may
drive through all tubes and overhigh vehicles (OHVs), which can only drive
through the new, fourth tube. Figure 1 sketches the layout of the tunnel. The
fourth tube may be cruised from north to south and the east-tube from south to
north. We focus our analysis on the northern entrance, because OHVs may only
drive from north to south. The driving direction on each of the four lanes of the
mid- and west-tube can be switched, depending on the traffic situation. Flexible
barriers, signals and road fires guide drivers to the tubes, which are open in their
direction.

The system uses two different types of sensors. Light barriers (LB) are scan-
ning all lanes of one direction to detect, if an OHV passes. For technical rea-
sons they cannot be installed in such a way, that they only supervise one lane.
Therefore overhead detectors (OD) are necessary to detect, on which lane a

LBpre

LBpost ODright ODleft

ODfinal

4. tube west-tube mid-tube east-tube

HV high vehicle
OHV overhigh vehicle
LB light barrier, detect-

ing OHVs
OD overhead detector,

detecting HVs and
OHVs (undistinguish-
able)

west-,
mid-,
east-tube

existing tubes; HVs
may drive trough, but
not OHVs

4. tube new, higher tube;
OHVs may drive
trough

Fig. 1. Layout of the northern tunnel entrance
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HV passes. The ODs can distinguish vehicles (e.g. cars) from high vehicles (e.g.
buses, trucks), but not HVs from OHVs (but light barriers can!). If the height
control detects an OHV heading towards a different than the fourth tube, then
an emergency stop is signaled, locking the tunnel entrance.

The idea of the height control is, that the detection starts, if an OHV drives
through the light barrier LBpre. To prevent unnecessary alarms through faulty
triggering of LBpre, after expiration of a timer (30 minutes) the detection will
be switched off. Road traffic regulations require, that after LBpre both HVs and
OHVs have to drive on the right lane through tunnel 4. If nevertheless an OHV
drives on the left lane towards the west-tube, detected trough the combination
of LBpost and ODleft, an emergency stop is triggered. If the OHV drives on
the right lane through LBpost, it is still possible for the driver to switch to the
left lanes and drive to the west- or mid-tube. To detect this situation, the height
control uses the ODfinal detector. To minimize undesired alarms (remember, that
normal HVs may also trigger the ODs), a second timer will switch off detection
at ODfinal after 30 minutes. For safe operation it is necessary, that after the
location of ODfinal it is impossible to switch lanes. Infrequently, more than one
OHV drives on the route. Therefore the height control keeps track of several but
at the most three OHVs.

3 Formal Specification

In this section we define a formal specification of the Elbtunnel using timed
automata over a finite set of states. An automaton is shown as a directed
graph, where states are nodes. A transition is visualized as an arrow marked

s1 s2
c/[t1,t2]

Fig. 2. Transition

with a condition c and a time interval [t1,t2] as shown
in Fig. 2. A transition from s1 to s2 may be taken in-
deterministically at any time between t1 and t2, if the
condition c holds from now until this time. The time
interval is often just [t,t] (deterministic case) and we
abbreviate this to t. If t = 1, a transition will hap-
pen in the next step (provided the condition holds)
and we have the behavior of an ordinary, untimed automaton. The always true
condition is indicated as ‘−’.

The automata defined below are graphic representations of the textual spec-
ification that we used in the model checker RAVEN [7], [8], [6]. We also tried the
model checker SMV [4], which supports untimed automata only, but is more effi-
cient. Timed automata are translated to untimed ones using intermediate states
which say “the system has been in state s1 for n steps”, see [6].

The specification consists of two parts. The first specifies the control system
that is realized in software and hardware, the second describes the environ-
ment, i.e. which possible routes HVs and OHVs can follow. Our aim is to prove
(Sect. 4), that the control system correctly reacts to the environment: for exam-
ple we will prove that if an OHV tries to go into mid- or west-tube (behavior
of the environment) then the control system will go into a state that signals an
emergency stop (reaction of the control system).
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Both parts of the specification consist of several automata: the control sys-
tem consists of two automata COpre and COpost, which will be implemented in
software. The first counts OHVs between LBpre and LBpost, the second checks
whether there are any after LBpost. Each uses a timer (TIpre and TIpost), modeled
as an instance of the same automaton with different input and output signals.

The environment consists of three identical automata OHV1, OHV2, OHV3

for OHVs. This is sufficient, since it is assumed, that at most three OHVs may
pass simultaneously through the tubes. Finally, three automata HVleft, HVright,
HVfinal model HVs that trigger the sensors ODleft, ODright, and ODfinal. They
are instances of a generic automaton describing HVs. Altogether the system
consists of 7 automata running in parallel:

SYS = COpre ‖ COpost ‖ TIpre ‖ TIpost ‖
OHV1 ‖ OHV2 ‖ OHV3 ‖ HVleft ‖ HVright ‖ HVfinal

The following sections will describe each automaton in detail.

Specification of a Timer The generic specification of a timer is shown in
Fig. 3. Initially the timer is in state ‘off’, marked with the ingoing arrow. When
it receives a ‘start’ signal, it starts ‘running’ for time ‘runtime’. During this time,

−/1

start/1

start/1

alarm off
−/runtime

running

start/1

Fig. 3. Timer TI

another ‘start’ signal is interpreted as reset.
After time ‘runtime’ the timer signals ‘alarm’
and finally turns off again. Two timers, which
have a runtime of 30 minutes, are used in
the control system. The first (TIpre) is started
when an OHV passing through LBpre, i.e.
‘start’ is instantiated with LBpre. After 30
minutes it signals TIpre.alarm to COpre. Simi-
larly, the second timer is triggered by an OHV
passes through LBpost. It signals TIpost.alarm
to COpost.

Specification of Control for LBpre The control automaton COpre (shown in

LB     /1post

LB    /1pre

LB     /1post

LB    /1
pre

LB     /1post

0 1 2 3

LB    /1pre

preTI    .alarm/1

Fig. 4. Control COpre for LBpre

Fig. 4) controls the number of OHVs be-
tween the two light barriers LBpre and
LBpost. Starting with a count of 0, ev-
ery OHV passing LBpre increments the
counter, every OHV passing LBpost decre-
ments it. If COpre receives TIpre.alarm,
i.e. if for 30 minutes no OHV has passed
through LBpost, the counter is reset. Actu-
ally the automaton shown in Fig. 4 is not
completely given, some edges which corre-
spond to simultaneous events are left out
for better readability.
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Specification of Control for LBpost Figure 5 shows the automaton COpost

which controls OHVs in the area after LBpost. It has fewer states than COpre,
since it just needs to know whether there is at least one OHV in the critical sec-
tion between LBpost and the entries of the tubes, but not how many. If at least
one OHV is in the critical section then the automaton is in state ‘active’, other-
wise in ‘free’. To signal an emergency stop, the automaton goes to state ‘stop’.

free

stopLB     /1

okLB   /1
LB   /1ok

postTI     .alarm/1

active

LB     OR OD      /1
stop final

stop

Fig. 5. Control COpost for LBpost

To avoid false alarms, COpost inter-
prets the interruption of LBpost as
a misdetection, if COpre has not de-
tected the OHV before (i.e. when
COpre = 0). There are two reasons
for an emergency stop: either ODfinal

signals that an OHV (or a HV) tries
to enter the mid- or west-tube, while
an OHV is in the critical section (i.e.
we are in state ‘active’). Or an OHV
tries to drive through LBpost, but has
not obeyed the signs to drive on the
right lane. This rule must be refined with two exceptions. If tube 4 is not avail-
able, an emergency stop must be caused even if the OHV is on the right lane.
The other way round, no exception must be signalled, if only tube 4 is available,
even if the OHV does not drive on the right lane. This means that the conditions
LBstop and LBok for going to the ‘stop’ resp. ‘active’ state must be defined as:

LBok := LBpost and COpre �= 0
and (only tube 4 open or (ODright and not ODleft))

LBstop := LBpost and COpre �= 0
and (tube 4 closed or not (ODright and not ODleft))

Specification of Overhigh Vehicles The specification given in Fig. 6 shows
the possible behavior of one OHV that drives through the Elbtunnel. It is the
core of the environment specification. We can implement the control system,
such that it behaves exactly as the specification prescribes but we have no such
influence on reality. Whether the real environment behaves according to our
model, must be validated carefully (e.g. with fault tree analysis, see Sect. 5).

−/[1,30]

−/1

critical

LB     and ODpost right−/[1,30]

LB     and ODpost left

−/1
−/[1,30]

between
−/1

preLB
−/1

−/1

absent

MW

−/1
−/[1,30]

tube 4

−/1

−/1 final
OD

Fig. 6. Overhigh vehicle OHV

The model describes
the possible movement
of an OHV through
the light barriers and
the tunnel: Initially the
OHV is ‘absent’. It re-
mains there for an un-
known period of time
(idling transition of
‘absent’ state). At any
time it may reach
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LBpre. In the next step the OHV will be ‘between’ the two light barriers and
will remain there for up to 30 minutes. Then it will drive through LBpost. Either
it will do so on the right lane, which will trigger ODright or on the left lane and
cause signal ODleft. After passing LBpost it will reach the ‘critical’ section where
the lanes split into the lane to tube 4 and the lane to mid- and west-tube. The
OHV may stay in this critical section for up to 30 minutes. Then it will either
drive correctly to the entry of ‘tube 4’ and finally return to state ‘absent’ or it
will pass through ODfinal and reach the entry of the mid- or west-tube (state
‘MW’). In this case the control system must be designed such that an emergency
stop has been signalled and we assume that the OHV will be towed away then
(return to state ‘absent’).

Our complete specification runs three automata OHV1, OHV2, OHV3 in
parallel. The signal LBpre, that is sent to COpre, is the disjunction of the OHVi

being in state LBpre. Signals LBpost, ODleft etc. are computed analogously.

Specification of High Vehicles High vehicles which are not overhigh

−/1

−/1
OD

−/1

not OD

−/1

Fig. 7. High vehicle HV

are relevant for the formal specification only
since they can trigger the ODs. Therefore it is
not necessary to specify which possible routes
they drive or how many there potentially may
be. Instead we only define three automata
ODleft, ODright and ODfinal, which say, that at
any time the corresponding ‘OD’ signal may be
triggered. Fig. 7 gives a generic automaton that
randomly switches between the two states.

4 Proving Safety Properties

The formal specification of the Elbtunnel allows to state safety properties and
to prove them rigorously as theorems over the specification. Since the model
has only finitely many states, we can use model checkers, which are able to
prove theorems automatically. We used two model checkers, SMV and RAVEN.
Both have the ability to generate counter examples, i.e. if a theorem we try to
prove turns out to be wrong, they return a run of the system which is a counter
example to the theorem.

To keep the number of states in the model small, we have also avoided an
exact definition of the duration of one step of the automaton in real time. Of
course the value of 30 (minutes), we used for the maximal time that an OHV
is between the two LBs, is much more than 30 times longer than the time the
OHV needs to cross an LB. For the real experiments we have even used a value
of 5 or 6 to keep the runtimes of the proofs short (with a value of 30 proofs take
several hours, while proofs using 5 go through in seconds). The exact value used
in the proofs does not influence the results, as long as the maximum times and
the runtime of the timers agree.



302

Despite these inadequacies the model can serve to analyze all safety proper-
ties we found relevant. The most important is of course, that whenever an OHV
is driving to the entry of the mid- or west-tube, then an emergency stop will be
raised. This is formalized by the following formula in temporal logic:

AG((OHV1 = MW ∨ OHV2 = MW ∨ OHV3 = MW ) → COpost = stop)

The formula is read as: For every possible run of the system it is always the case
(temporal operator AG), that if one of OHV1, OHV2, OHV3 is in state ‘MW’,
then COpost is in state ‘stop’.

The first verification results have been negative due to several specification
errors. There have been basically two classes: simple typing errors, and errors
due to simultaneous signals. E.g. our initial model included only transitions for
one signal in the control automaton shown in Fig. 4 and left out the case that
one OHV passes LBpre while another passes LBpost at the same time. Additional
transitions are necessary when two signals occur simultaneously (but they are
left out in Fig. 4 for better readability). Both types of errors have easily been
corrected, since each failed proof attempt resulted in a trace, that clearly showed
what went wrong.

After we corrected the errors, we finally found, that we still could not prove
the theorem. It does not hold as can be demonstrated by the following run:

1. Initially, all OHVs are ‘absent’, COpre is in state ‘0’, and COpost signals
‘free’. 2. Then two OHVs drive through the light barrier LBpre at the same
time. 3. LBpre cannot detect this situation, so COpre counts only one OHV
and switches into state ‘1’. 4. The first of the two OHVs drives through the
second light barrier fast, resetting the state of COpre to ‘0’. COpost switches into
the ‘active’ state, and starts timer TIpost. 5. The other OHV takes some time
to reach LBpost. COpost assumes the signal from LBpost to be a misdetection,
since COpre is in state ‘0’. Therefore it does not restart timer TIpost. 6. The
second OHV now needs longer than the remaining time TIpost to reach ODfinal.
TIpost signals ‘alarm’ to COpost which switches to state ‘free’ again. 7. The OHV
triggering ODfinal while COpost is in state ‘free’ is assumed to be a misdetection
and does not cause an emergency stop. 8. The OHV can now enter the mid- or
west-tube without having caused an emergency stop.

This run shows that our system is inherently unsafe, since two OHVs that
pass simultaneously through LBpre are recognized as one. Whether the flaw
is relevant in practice, depends on the probability of its occurrence, which is
currently being analyzed.

To get a provable safety property, we now have two possibilities: either we can
modify the model, possible modifications for which the safety property can be
proved are discussed in Sect. 6. Or we can weaken the safety property to exclude
this critical scenario. Then we can prove that the critical scenario described
above is the only reason that may cause safety to be violated:
Theorem 1. safety
System SYS has the following property: If two OHVs never pass simultaneously
through LBpre, then any OHV trying to enter the middle or western tube will
cause an emergency stop.
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In practice this means, that if the height control is implemented following
the description of Sect. 3, then it will be safe except for the safety flaw described
above. It is interesting to note, that we detected the flaw only in the RAVEN
specification. We did not find the problem with SMV, since we had made an
error in the translation of timed automata to untimed automata. This error
resulted in a specification in which all OHVs had to stay for the full 30 minutes
between LBpre and LBpost. This prevented the problem from showing up: two
OHVs driving simultaneously through LBpre also had to drive through LBpost

at the same time. The incident shows that using a specification language which
does not explicitly support time is a source for additional specification errors.

Safety is not the only important property of height control in the Elbtun-
nel (although the most critical). Another desirable property is the absence of
unnecessary alarms. Here we could prove:

Theorem 2. emergency stops
If tube 4 is open and not the only open tube, then an emergency stop can only
be caused by a) an OHV driving on the left lane through LBpost or b) an OHV
driving through ODfinal or c) an OHV driving on the right lane through LBpost

while a high vehicle is driving on the left lane or d) a high vehicle at ODfinal

while Timer TIpost is running.

The first two causes are correctly detected alarms, the other two are false
alarms inherent in the technical realization of the system (and of course already
known). Formal verification proves the absence of other causes for false alarms.

Finally we also analyzed, how the availability of tubes influences the situa-
tion. This led to the following theorem:

Theorem 3. tube 4 availability
If tube 4 is not available, then any OHV trying to drive through will cause an
emergency stop. If only tube 4 is available, then an emergency stop will never
occur.

Summarizing, the formal analysis has led to a precise requirement specifica-
tion for the automata that should be used in the height control. A safety flaw
has been discovered and proven to be the only risk for safety. False alarms due
to other reasons than the known ones mentioned in Theorem 2 have been ruled
out. The results of formal analysis show that the control system does not have
inherent logic faults.

The formal proofs of this section do not give an absolute safety guarantee,
but only relative to the aspects considered in the formal model. For example we
did not consider technical defects, which are covered by the fault tree analysis
presented in the next section.

5 Fault Tree Analysis

Another approach to increase the overall system safety is fault tree analysis
(FTA)[10]. FTA is a technique for analyzing the possible, basic causes (primary
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event
and gate
or gate
primary failure

Fig. 8. FT Symbols

failures) for a given hazard (top event). The top
event is always the root of the fault tree and the
primary failures are its leaves. All inner nodes
of the tree are called intermediate events (see
Fig. 8). Starting with the top event the tree is
generated by determining the immediate causes
that lead to the top event. They are connected
to their consequence through a gate. The gate
indicates if all (and-gate) or any (or-gate) of the causes are necessary to make
the consequence happen. This procedure has to be applied recursively to all
causes until the desired level of granularity is reached (this means all causes are
primary failures that won’t be investigated further).

We analyzed two different hazards for the Elbtunnel height control - the
collision of an OHV with the tunnel entrance and the tripping of a false alarm.
We will use the hazard collision to illustrate FTA (see Fig. 9). The immediate
causes of the top event - collision of an OHV with tunnel entrance - are that
either the driver ignores the stop signals OR (this means the causes are connected
through an OR-gate) that the signals are not turned on. The first cause is a
primary failure. We can do nothing about it, but to disbar the driver from his
license. The second cause is an intermediate event. It’s immediate causes are

Signal out

of order

Signal not on

Signal not activated

OHV ignores

signal

...

Collision

Fig. 9. Fault tree for hazard collision

a) that the signal lights are bro-
ken or b) the signals were not acti-
vated. Again the first one is a pri-
mary failure and the second is an
intermediate event, which has to
be investigated further. The min-
imal set of primary failures, which
are necessary to make the haz-
ard happen for sure, is called min-
imal cutset. Cutsets which con-
sist of only one element are called
single point failures. This means
the system is very susceptible to this primary failure. We will not present
the whole tree here, but only discuss the most interesting results. One
of these is the fact, that the original control system had a safety gap.

OHV not 
detected at LB

LB    out of

order

2OHVs at LB

simultaneously

prepre

pre

Fig. 10. Safety gap

This gap may be seen in one of the
branches of the fault tree (see Fig. 10). The
direct causes for the (intermediate) event
OHV not detected at LBpre, are malfunc-
tioning of LBpre or synchronous passing of
two OHVs through the light barrier LBpre.
The malfunction is a primary failure. But
the second cause represents a safety gap in
system design. In contrast to all other pri-
mary failures in the fault tree this event is
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a legal scenario. Although all components of the system are working according
to their specification, the hazard collision may still occur. This must not happen
in a safe control system.

The FTA of the control system examines the systems sensibility to component
failures. There are no AND-gates in the collision fault tree. This means that
there is no redundancy in the system - making it effective on the one hand but
susceptible to failure of each component on the other hand.

The false alarm fault tree is different. This tree has several AND-gates. Es-
pecially, misdetection of pre-control light barrier LBpre appears in almost all
minimal cut-sets (at least in all those scenarios where no OHV is involved at
all). This means that the system is resistant to single point failures (i.e. only
one primary failure occurs) with regard to the triggering of false alarms. Most
failure modes in this fault tree are misdetections. These failures are by far
more probable than a not detected OHV, e.g. a light barrier can easily in-
terpret the interruption by a passing bird as an OHV but it is very improb-
able that it still detects the light beam while an OHV is passing through.

• Timer TI1 runtime

• Timer TI2 runtime

• Pre-Control LB

• OD

+

+
-

+

-

-
+

-

collision false alarm

Risk of

left/right

pre

Fig. 11. Complementary effects

Fault tree analysis yields some other in-
teresting results. We could show that
all the measures taken are complemen-
tary in their effects on the two discussed
main hazards collision and false alarm,
as shown in Fig. 11. E.g. the pre-control
LBpre decreases the risk of false alarms,
but - less obvious - it increases the risk
for collisions as well. However this is a
qualitative proposition. Of course it de-

creases the first probability much more than it increases the second one. These
results correlate with the intention of the system to decrease the high number
of false alarms significantly, while still keeping the height control safe in terms
of collision detection (the actual height control triggers about 700 false alarms
per year).

6 Improvements

The safety analysis led to some suggestions for improvements and changes in the
control logic as well as in the physical placement of the sensors. These changes
were handed back as analysis feedback to our partners. Their cost-value benefit
is being discussed and it is very likely that they will be implemented. In the
first part of this section we describe two possible solutions to close the safety
leak. Then we will explain some improvements for the overall performance and
quality of the system, which were discovered through the safety analysis.

Measures to Close the Safety Gap The first suggestion is the better one
in terms of failure probability, but the second one can be implemented without
any additional costs.
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Installing additional ODs at LBpre. The first possibility of closing the safety
gap of simultaneous passing of 2 OHVs at LBpre is to install additional ODs
at the pre-control signal bridge. With ODs above each lane one can keep track
of the actual number of HVs that are simultaneously passing the pre-control
checkpoint. Every time the light barrier is triggered, the counter COpre (see
Fig. 4) will not only be increased by one but by the number of HVs detected
by the (new) ODs. With this information it may be assured that the counter
is always at least equal to the number of OHVs in the area between pre- and
post-control. The counter can still be incorrect, e.g. simultaneous passing of an
OHV and a HV through the pre-control LBpre will increase it by two (instead
of one), but it can only be higher than the actual number of OHVs. This closes
the safety gap. It increases the probability of false alarms only insignificantly.

Never stop TIpre. An alternative to the solution described above is to keep
TIpre always active for its maximum running time and restart it with every
new OHV entering the controlled area. If this solution is chosen, the counter
COpre will be redundant; it will be replaced by an automaton similar to COpost.
The advantage of this measure is of course that no additional sensors must be
installed. Only a change in the control logic is required. On the other hand it
has a higher increase in false alarm probability than the option with ODs (as
the alarm triggering detectors are kept active longer).

Changes to Improve Overall System Quality We will now give useful
advice for changes, which increase the overall performance and quality of the
system. Unfortunately quantitative information on failure probabilites and haz-
ard cost were not available to us. But the presented changes will improve the
overall quality for all realistic failure rates. Both measures described here are
aimed at reducing the number of false alarms.

Additional light barrier at entrance of tube 4. The FTA showed that one im-
portant factor for the hazard false alarm is the total activation time of ODfinal.
This is because each HV passing one of the ODfinal sensors immediately leads
to a false alarm, if the sensor is activated. As described above these detectors
are active while TIpost is running. An additional light barrier at the entrance of
tube 4 can be used to detect OHVs that are leaving the endangered area between
post control and tunnel entrance. This can be used to stop TIpost and keep it
only running while there are OHVs left in the last section. It will be necessary to
use a counter to keep track of the number of OHVs in the post sector. Another
advantage is that the timeout for TIpost may be chosen much more conserva-
tively without significantly increasing the risk of false alarms, but decreasing the
risk of collisions a lot. It is important to make the risk of misdetections of this
additional light barrier as low as possible as misdetections could immediately
lead to collisions. This can be done by installing a pair of light barriers instead
of a single one and connecting them with an AND-connector.

Distinguished alarms at post control. To further decrease the risk of false alarm,
one may only trigger an alarm at post control if ODleft detects one HV. If neither
ODleft nor ODright detect a HV (or OHV), the ODfinal will be activated without
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triggering an alarm. This means the system assumes that the post control light
barrier had a misdetection, if both ODs can’t detect a high vehicle. But it still
activates the ODfinal just in case (if either ODleft or ODright are defect). This
measure increases the risk of collisions almost unnoticeable. But the reaction
time between alarm signals and the potential collision will decrease.

7 Conclusion

The safety analysis of the height control for the Elbtunnel has shown the benefit
of combining formal verification and fault tree analysis. Both, formal model
checking and safety analysis are important to examine a complex system. Formal
verification gives a precise requirements specification for the control system and
discovers logical flaws in the control software. In our case study it has revealed
the safety problem of two OHVs passing LBpre at the same time.

On the other hand, building an adequate model for the system and its envi-
ronment is not a simple process. To minimize specification errors an orthogonal
analysis technique like FTA is needed. FTA also addresses the issue of compo-
nent failures. This analysis gives a lot of useful hints for improving the system.
The revised system can be formally model checked again leading to a synergy
effect.

The presented case study, which required an effort of 3 person months, com-
bines both techniques by exchanging results. A short overview, how to combine
FTA and formal methods, can be found in [5] and a detailed paper is in prepa-
ration. For a tighter integration a FTA semantics was developed [9] used to for-
mally verify the completeness of fault trees. Proof support [2] is integrated into
the interactive specification and verification system KIV [1] using statecharts [3]
as formal modeling language.

In conclusion, we find that the combination of formal methods and FTA is
a suitable analysis technique for embedded systems. Our analysis has made the
system safer (by detecting and closing the safety gap), led to design improve-
ments and increased overall system quality.
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